SAFETY ALERT

PROPER OPERATING PROCEDURES FOR M2 BURNER


This is a retransmittal of the Safety of Use Message for proper operation of Burner Unit, Gasoline, Models M2, M2A, and M2A with Safety Device, NSNS 7310-00-842-9247, 7310-01-017-1285, 7310-01-113-9172, LIN 38422 used with the Range Outfit, Field, Gasoline, Model 59, NSN 7360-00-187-4757, LIN R14154, and other equipment.


Users are reminded to strictly comply with the following warnings and cautions when operating subject item.

a. Do not release the fuel air pressure from the fuel tank until the burner unit has been turned off and allowed to cool regardless of what type of gasket is being used in the fuel filler cap assembly.

b. Ensure the burner unit is turned off and allowed to cool before filling fuel tank.

c. Establish a safe lighting area (a minimum of 50 ft. from refueling, cooking, and servicing areas.

d. Provide adequate ventilation to prevent accumulation of carbon monoxide.

e. Do not smoke and make sure there is no open flame in the vicinity.

f. When filling the fuel tank, always provide a metal-to-metal contact between the container and fuel tank.

g. Keep fuel tank and fuel container caps tight at all times.  Do not store fuel containers near heat or open flames.

h. Never operate the burner without the top shield installed.

i. Make sure there is no fuel or other flammable material on or near the burner unit.

j. Do not change setting on the safety valve device.

k. Use caution when using dry cleaning solvent P-D-680 to clean burner parts.

l. If during operation the flame goes out for any reason, immediately close generator valve to prevent accumulation of fuel.

m. Always visually monitor air pressure gage to assure safe operating pressures are maintained.

2.    All of the above warnings and cautions are listed in TM 10-7360-204-13 on Pages A & P.  They are also listed separately throughout the technical manual along with other operating warnings and cautions.
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